ASTherm

= 2.Nesil i¢ Uniteler

Dort Yone Uflemeli Kaset

® Taze Hava Girigi

® Dairesel Ufleme ile, genis acili esit dagitilmis sogutma ve 1sitma imkani
Opsiyonel
Kablolu Kumanda

Opsiyonel
Kablosuz Kumanda

® Standart 750 mm basma yuksekligi olan dreanaj pompasi

] - |-

@ Yeni ve zarif panelile, dort flap i¢in bagimsiz kontrol imkani

]

RM12D(C) WDC-86E/KD  WDC-120G/WK
Uriin Kodu MI2-28Q4DHN1 MI2-36Q4DHN1 MI2-45Q4DHN1 ‘ MI2-56Q4DHN1 MI2-71Q4DHN1
Enerji Beslemesi 1 faz, 220-240V, 50/60Hz
B kw 2.8 3.6 4.5 5.6 7.1
Kapasite
. 1 kBTU/h 9.6 12.3 15.4 19.1 24.2
Sogutma
Giig Girisi w 40 45 50 60 70
B kw 3.2 4.0 5.0 6.3 8.0
Kapasite
R kBTU/h 109 136 17.1 21.5 273
Giig Girigi w 40 45 50 60 70
o 801/751/711/658, 801/751/711/658, 893/866/804/744, 893/866/804/744 977/937/864/800,
Hava Debisi3 m3/h R WM R e B ETGe Tt
Ses Basing Seviyesi? dB(A) 32/31/30/28/28/26/23 35/34/31/31/30/28/26 35/35/34/31/30/28/27
Net Olgiiler® (GxYxD) mm 840x230x840
Govde Paketli Olgiiler (GxYxD) mm 955%260%955
Net/Paketli Agirlik kg 21.3/2538 21.3/2538 23.2/276 23.2/276 23.2/27.6
Net Olgiiler (GxYxD) mm 950x54.5%950
Panel Paketli 6Igﬁler (GxYxD) mm 1035x90x1035
Net/Paketli Agirlik kg 5.5/8.2
Likid/Gaz Borusu mm
Boru Baglantilar / $6.35/@12.7 ‘ #9.53/915.9
Drenaj Borusu mm 0D @32
Uriin Kodu MI2-80Q4DHN1 MI2-90Q4DHN1 M|2-100Q4DHN1‘ MI2-112Q4DHN1‘ MI2-140Q4DHN1 | MI2-160Q4DHN1
Enerji Beslemesi 1 phase, 220-240V, 50/60Hz
5 kw 8.0 9.0 10.0 11.2 14.0 16.0
Kapasite
Sogutmal kBTU/h 273 30.7 341 38.2 47.8 54.5
Giig Girisi W 96 100 150 160 170 170
; kw 9.0 10.0 11.0 12.5 16.0 18.0
Kapasite
Isitma? kBTU/h 307 34.1 375 427 54.6 613
Giig Girisi W 96 100 150 160 170 170
g 1203/1131/1064/ | 1349/1294/1230/ | 1700/1600/1440/ | 1700/1600/1440/ |1800/1650/1500/1300|2100/1950/1800/1750|
Hava Debisi3 m>/h | 977/912/840/774 |1201/1111/1029/970 |1250/1200/1150/1100|1250/1200/1150/1100| 1250/1200/1150 | 1600/1450/1350
Basinc Sevivesi® dB(A) |36/35/34/31/31/29/28(37/35/34/31/31/30/2843/42/40/38/37/35/34| 43/42/40/38/37/35/3445/44/42/41/40/39/37/46/44/42/41/39/38/37
5 ) mm 840x230x840 840x300x840 950x300x950
Govde Paketli Olgiiler (GxYxD) mm 955x260x955 955x330%955 1050%335x1050
Net/Paketli Agirlik kg 23.2/27.6 28.4/33.8 30.7/35.8 35.3/41.2
Net Olgiiler (GxYxD) mm 950%54.5x950 1050%55.0x1050
Panel Paketli Olgiiler (GxYxD) mm 1035x90x1035 1115x100x1115
Net/Paketli Agirlik kg 5.5/8.2 7.4/9.7
. Likid/Gaz Borusu mm ©9.53/915.9
Boru Baglantilar
Drenaj Borusu mm OD @32

Notlar:

1. ig Ortam Sicakligi 27°C DB, 19°C WB; Dig Ortam Sicaklig 35°C DB; Esdeger Bakir Borulama Uzunlugu 7.5m; Om Kot Farki.

2. I¢ Ortam Sicaklig) 20°C DB; Dig Ortam Sicakligi 7°C DB, 6°C WB; Esdeger Bakir Borulama Uzunlugu 7.5m; Om Kot Farki.

3. Her modelin 7 hava debi seviyesi, en yiksekten en dustge dogru listelenmistir.

4. Her modelin 7 ses basing seviyesi, en yiksekten en distge dogru listelenmistir.
Ses basing seviyesi, Unitenin 1.4m altinda, yari sagir odada 6lgtlmustar.

5. Unite gévde dlguleri, tasiyici klipsleri de iceren, en genis tnite dlgust olarak verilmistir.
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